ASSEMBLY INSTRUCTIONS

ACM Adjustable Ceiling Mount
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MOUNTING SYSTEMS

ACM/MONITOR SIZING CHART

MODEL TV WIDTH TV HEIGHT

ACM2030 20"-30" 16-3/4"-24-1/4"
ACM203L 20"-30" 20-3/4"-28-1/4"
ACM?2333 23"-33" 16-3/4"-24-1/4"
ACM233L 23"-33" 20-3/4"-28-1/4"

CAUTION: Not all TVs are compatible with this

mount. Do Not use this mount if your TV has
severely rounded edges or sides that do not allow at
least 75% contact with adhesive pads.

NOTE: For installation where rotation is not

desired apply a thread bonding agent to threads of

ceiling pipe when unit is assembled.

RECOMMENDATIONS: Assemble the ACM
directly below the ceiling attachment area. Clear the
area of obstacles for assembly and raising of the TV
mount assembly. An excellent secondary safeguard is
created by looping and fastening safety cable or chain

around the center yoke of the ACM and then anchoring

the opposite end to a ceiling structure that is separate
and away from the mount attachment.
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Description

Ceiling Flange

Pipe 1-1/4" I.D. x 18"
Acorn Nut 1/4-20 Blk
Washer 1/4" x 1-1/4"

Upper Left Side Arm

Yoke Center

Carriage Bolt 1/4-20 x 1-1/2"
Upper Right Side Arm

9  Adhesive Pad (#CMAADPAD)

10 Nut Nylon Lock 3/8-16

11 Knob (#ACMKNOB)
12  Lower Side Arm
13  Acorn Nut 10-24 Blk

14 Carriage Bolt 10-24 x 3/8"

15 Adjustable Platform Assembly

16 Safety Strap (Not Shown)

17 HMI128 Thread Locking Fluid
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WARNING: Do Not attempt installation of this mount if received
incomplete or damaged in any way. Obtain any necessary

accessories or replacement items through your Lucasey distributor.
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PLATFORM ASSEMBLY

Note: Four positions are provided for attachment of the lower arms to
sides of platforms to accommodate variations in the center of gravity
on monitors. Use the hole set which allows the adhesive plate
assemblies to gain the most surface contact on sides of monitor and
allows the TV to balance evenly on the platform when raised.

1. Attach lower side arms to the left and right side platforms with the
four carraige bolts and acorn nuts. Assemble with acorn nuts on outside
of platform.

2. Measure height of monitor. Place adhesive plate assemblies in holes
in lower arm as indicated by the following chart. Do not remove the
plastic covering from the adhesive pad.

HOLE ACM2030/ ACM2333 ACM203L / ACM233L
SET No. Monitor Height Monitor Height

1 To 16-3/4" 18-1/4" to 20-3/4"

2 16-3/4" to 19-1/4" 20-3/4" to 23-1/4"

3 19-1/4" to 21-3/4" 23-1/4" to 25-3/4"

4 21-3/4" to 24-1/4" 25-3/4" to 28-1/4"

3. Add the 1/2-13 nylon lock nuts and tilt adjustment knobs onto the bolts of
adhesive pad plates protruding through sidearm. Leave one half inch of bolt
thread showing to permit attachment of platform to the upper yoke side arms.

SECURING THE MONITOR

STOP: If you are adding a VCR under the platform go to those instructions and
assemble the APVCRU Adaptor & VCR mount now. Proceed with step 4 of these
instructions when completed.

4. Invert monitor and platform assembly. Place platform assembly onto monitor.
Move the sides of the platform inward until the adhesive pads contact the sides of the
monitor. Be sure side platforms are centered on the middle platform.

5. Secure side plates to center plate with two small carriage bolts and acorn nuts
through holes and slots in the lower lip at the back of platform assembly.

6. Secure monitor to platform assembly with fasteners appropriate to the underside
of the monitor. See back side of safety strap instructions for helpful tips on
securing the monitor. Tilt monitor upright.

7. Refer to strap instructions and install the safety strap now. Some TV monitors
will have severely angled rear cases which makes it hard to attach safety strap, if this
is your situation order a strap support (part #STGUIDE) from yuor Lucasey
distributor.

NOTE: New optional strap attachment holes. For your safety and convenience,
Lucasey modified the adhesive pads. The added holes to pads give an additional
place to attach ST20 safety strap. This is one solution and will not work for all TVs.

8. Pull one of the side arms outward and peel the protective coating from adhesive
pad. Press side arm onto side of monitor to adhere adhesive to monitor. Repeat this
step with other side arm.

STOP: Test monitor for stability and security within the lower assembly. If there is
any question of instability repeat steps 6, 7, & 8.
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Adhesive Pads
Part No. CMAADPAD
Includes (2) pads
Replacement pads for

ACM series. Knobs and Concrete Anchor Bolt Kit

Locknuts Not Included Part No. CMAABCS4
Permits attachment of round
ceiling flanges to concrete ceilings.
Ribbed Ceiling Flange

Part No. CMASF125
Strongly recommended when
drop increases over 36". Wood Installation Kit
Part No. CMAWSC58
Permits attachment of round
Beam Clamp Assembly ceiling flanges to wood ceilings.
Part No. MRABC
Secures 1/2"-13 threaded rod or
unistrut to I-beam. Clamp is
adjustable from 4" to 8" widths and
up to 3/4" thickness. Use two

clamps per unistrut section.

Escutcheon Flange
Part No. CMAEF125

Provides neat, finished Swivel Restrictor

Dogbone Flange
Part No. CMADBI125
Permits attachment of

ACM to bar joists.

U-bolt Dogbone Flange
Part No. CMAUDBI12 to 1-1/2"
Part No. CMAU2DB to 2.125"
Permits attachment of ACM to

pipes up to 1.125" diameter.

Unistrut Sliding Flange
Part No. CMAUSF12
Permits attachment of

ACM to unistruts.

appearence for ceiling
mounts extending
through false ceilings.

Cut to Size Pipe
Part No. CMAP125
Cut to size 2" - 60".
Threaded on both ends
with a black wrinkle finish.
When increasing pipe
length over 18" a stabilizer
kit ( Part No.CMASTA12)
is required.

Unistrut
Part No. CMAUN
Permits mounting
ceiling mounts
between struts. (See
CMAUKIT for
hardware).

LIMITED WARRANTY

Part No. CMASR125
Prevents ceiling pipe from
unthreading. Limits rotation to 270.

ACM Hoist Lift
Part No. CMAH - Hoist only
Part No. CMAH125 - Housing
500 Ib lift capacity for one man
installation of ACM mounts.

Unistrut Hardware Kit
Part No. CMAUKIT
Contains 4 pieces each of all
necessary hardware for attaching
unistrut to wood or concrete ceilings.

Cathedral Ceiling
Mount
Part No. CMACC125
Adjustable for ceilings
up to 45 degrees

Stabilizer Kit
Part No. CMASTA12
Provides additional lateral
stability for ACM mounts.
Includes twenty feet of tie wire
and anchorage.

ty, substitution of parts or equipment not approved by Lucasey Manufacturing Corporation, improper packaging, failure to observe
installation or other instructions, transit, or repair by any other than Lucasey Manufacturing Corporation, will not be covered by and shall void this Limited Warranty.






